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GREEN ROOF AND PLANTER
LOW PROFILE PERFORATED DOME COVER WITH REMOVABLE LID

FUNCTION: Used as a roof/planter drain.  Low profile perforated dome cover allows  ample free area for high volume
drainage. Dome cover has removable lid with handle for inspecting and cleaning out drain sump.

D Dia.Lid Handle

6" (Unless Otherwise
 Specified)

Perforated Dome Cover
with Removable Lid

Combined Flashing
Clamp and Gravel
Stop

A
E Dia. NOTE: 6" Min. Dome and/or Internal

   (standpipe) Waterdam is Used.

*C
B

Fig. 1937Y.......... NO HUB OUTLET
Fig. 1937C.......... CAULK OUTLET

REGULARLY FURNISHED:
Duco Cast Iron body, Combined
Flashing Clamp and Gravel Stop,
Polyethylene Dome with Perforated
Stainless Steel Dome Cover with
Removable Lid.

VARIATIONS:
L  Speedi-Set Service Weight
    Outlet Conn. (02, 03,
    and 04 Sizes Only)
LXH  Speedi-Set Extra Heavy
    Duty Outlet Conn. (02, 03, 
    and 04 Sizes Only)
Roof Deck Plate -RDP 
Extension (Specify Height) -E
Adjustable Extension -AE
Vandal Proof Dome Cover  -U
Internal Waterdam Standpipe
     -SP2, -SP3 or -SP4

OPTIONAL MATERIALS:
Aluminum Dome -AD
Cast Iron Dome -CID
Galvanized Cast Iron
     Dome -CIDG
Galvanized Cast Iron Body & 
    Collar -G
Rough Bronze Dome -RBD
Stainless Steel Mesh Covered
     Dome (When Spec.)  -SSM
All Type 304 Stainless
     Steel -304SS
All Type 316 Stainless
     Steel  -316SS

* This Dimension to Internal Stop of
 Speedi-Set Gasket.

   B 
 A CAULK, NO-HUB   THREADED C  D E
 SIZE & SPEEDI-SET    DIA. DIA.
02, 03 5  3 3/4 3 3/4 15 1/4 11 or 04
 05 or 5  3 3/4 3 3/4 15 1/4 11 06
08 or 7 3/4  7 3/4 __ 20 16 10

 

JAY R.
SMITH MFG. CO.®

MEMBER OF MORRIS GROUP INTERNATIONAL
POST  OFFICE  BOX  3237
MONTGOMERY, ALABAMA  36109-0237  (USA)
TEL: 334-277-8520    FAX: 334-272-7396    www.jrsmith.com

CUSTOMER
DRIVEN

SMITH®

MEMBER OF:

ASPE
®

SANITARY

E
N G IN E E RINGPrevention Rather Than Cure

SINCE 1926

PL

UMBING AND DRAINAGE 

INSTITUTE 

M E M B E R  

®

M E M B E R

WARNING: Cancer and Reproductive Harm - www.P65Warnings.ca.gov

A 7-23-18 Revised Variations TBW TWK


	1937Loc: 
	1937bx: 
	0: 
	0: Off

	1: 
	0: Off

	2: 
	0: Off
	1: Off
	2: Off
	3: Off
	4: Off
	5: Off
	6: Off
	7: Off
	8: Off
	9: Off

	3: 
	0: Off
	1: Off
	2: Off
	3: Off
	4: Off




