SFS

3" Round Stress Plate
Deklite” PLT-DL-R-3-4B

J— Application
SN Insulation plate for use with Deklite™ auger for lightweight roof
o N decks: lightweight concrete, Tectum and gypsum
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\ i Features and Benefits
KW ’/ ’ ¢ Plate designed to lock into Deklite™ auger upon installation
b, SR o e Barb design creates maximum wind uplift rating
e 26 ga. Galvalume® steel
Product Selection
Material No. Item Description Carton Wt. (Ibs.) | Carton Qty.
792745 3" Round Deklite™ Insulation Plate PLT-DL-R-3-4B-B 18 500
e ‘ won Specifications
OD: 3" (76 mm) Round
Width: 0.017" (0.43 mm)
< Finish: AZ55 Galvalume®
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l Approvals
;D < T State of Florida: FL20311
—T 16-0712.08
(15.87) (0.432)

PLT-DL-R-3-4B-B-RevC

Installation and Application Considerations
Use in applications approved by the roofing system
manufacturer. Use with Deklite™ auger.

Metric values are approximate conversions.
us Canada Galvalume® is a registered trademark of BIEC International, Inc.
T 800 234 4533 T 866 847 5400 Allinformation is non-binding and without guarantee. Before using the products, all specifications and calculations
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