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175

6 7/8" 

 8 7/8" 
225

102
 4"  

PIPE CENTER LINE
FOR HINGE BOLT

CLEARANCE

A MINIMUM OF 5"
IS REQUIRED ON
EITHER SIDE OF

 6 1/4"
159

 

INLET
THREADED

BODY

OUTLET

COVER

THREADED

 

  

ACCESS

OPENINGS
WITH .015"

WIRE SCREEN
STAINLESS STEEL

REMOVABLE

REMOVABLE
SEDIMENT

BUCKET

GASKET

SIZE
PIPE

SIZE
PIPE

 10 7/8"
276

 

SERIES

MICHIGAN CITY, INDIANA

NOTESDATE OF LAST CHANGE:

USE OF SUPERSEDED OR VOID DATA.

DIMENSIONS ARE SUBJECT TO MANUFACTURERS
TOLERANCES AND CHANGE WITHOUT NOTICE.

WE CAN ASSUME NO RESPONSIBILITY FOR

SPECIFICATION: SOLIDS INTERCEPTOR

61030

TOP ACCESS FIXTURE TRAP
JOSAM 61030 SERIES COATED CAST IRON SOLIDS INTERCEPTOR, 
TOP ACCESS FIXTURE TRAP TYPE, THREADED CONNECTIONS,
GASKETED COVER, REMOVABLE GALVANIZED STEEL BASKET AND
STAINLESS STEEL SCREEN.

06/18/18

-26 CAST ALUMINUM
-30 ACID-RESISTING COATING INSIDE & OUT

TYPE PIPE SIZE

61031-1/2 1-1/2
61032 2

 

 

6 1/4"

  

MINIMUM TO PROVIDE FOR
REMOVAL OF SEDIMENT
BUCKET AND SCREEN
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